
Determine the geometry of the axle (G):

RapiLock QUIK is only available for thread length less and 
equal to 15mm. Match your current axle to below 
illustrations to check the thread pitch and thread length is 
≦15mm:

Place your current axle aligning the scale to measure the 
length of your axle including the thread length:
Straight Axle should be measured from 0 mm; Coned Axle 
Should be measured from 3 mm.

WARNING: Make sure RapiLock QUIK Axle length is 
ALWAYS within the range of +1/-1mm of your current 
axle.
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STEP.02

STEP.03
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Knowing the results of step 1-3 to choose QUIK knob and 
axle from the Spec Chart:

Use QUIK tool to tighten knob to fork and frame. Apply 6Nm 
torque if using a meter.

STEP.04

STEP.05

Move the axle lever to the OPEN position, and insert the axle 
through the hub and knob. Make sure     is align with    . If the 
knob is unlocked, the axle is too short. Turn the wrench 
counter-clockwise direction to adjust the axle length. If the 
tightening torque is weak when moving the lever to the 
CLOSE position, turn the wrench clockwise. If the tightening 
torque is too strong that the lever cannot be moved to the 
CLOSE position, turn the wrench counter-clockwise to adjust 
the axle length. Repeat this adjustment until the correct 
installation force is obtained at the correct lever position.

Axle scale is for reference only, adjust the axle length 
accordingly.

STEP.06

To complete QUIK installtion, try to pull out the axle to make 
sure it is fully fastened. Make sure the lever does not interfere 
with the rotor, the frame, other parts, etc.

Before every ride, lift up the bicycle and give the top of the tire 
sharp downward hit. Also, shack the wheel to make sure the 
wheel is absolutely fastened. The wheel should not come off 
or move.

This quick check is no way a guarantee that the axle 
mechanism is properly adjusted. Please read the intallation 
guide carefully and check with your retailer for assistance or 
advice. Repeat this check for the front and rear wheel.

STEP.07
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When      is align with         ,the QUIK knob is locked；
When      is align with        ,the QUIK knob is unlocked.M12XP1.0
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